
 324" 

 102"  174" 

 2
51

" 

 24" 

 8
" 

 229 1
4 " 

 8
8 

3/
4"

 

 1
33

" 

Double foot boards
on all rows.

Riser planks from 4th row
up through 10th row.

Vertical (no climb) bars
have 3 3/4" spaces between.
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DETAIL A 
SCALE 1 : 48

B

DETAIL B 
SCALE 1 : 48

Large jack makes lifting
entire bleacher easier.

Seats 144

These bleachers are designed to be
compliance with IBC 2012 Code when 
equipped with aisle and handrail
options.

Jack up the bleacher, hook it to tow
vehicle and drive away! 
(10 - 15 KPH max )

Frame is fabricated 2" x 2" x 3/16" architectural 6061-T6 
aluminum angles.
Seat and foot planks are nominal 2" x 10" 6063-T6 
aluminum .078 inch thick.
Seats are anodized 204-R1 clear, foot planks and risers 
are mill finish.
Frames are joined with 1/2" bolts rather than welding. 
This avoids stress cracking that can be associated with 
aluminum welding.
Cross bracing is made of 3/8" x 1 1/2" 6061-T6 aluminum 
flat bars.
Seat brackets are made of 2" x 3 1/4" 6061-T6 aluminum 
angle.
Support frames are on 6' centers.
27' bleacher has 5 frames with 18": of plank overhang 
on each end.
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