
2"x 10" Extruded
Aluminum Alloy
6061-T6 Seat
Planks Anodized
Finish 

2"x 10" Extruded
Aluminum Alloy
6061-T6 Foot
Planks Mill Finish

Guard Rails Have
1 1/4" Square Steel
Tubing Frame with 1"
Round Balusters, Then
Hot Dip Galvanized
Finish

2"x 10" Riser Plank
6061-T6 Aluminum
Alloy Mill Finished

2"x 6" Treated Southern
Yellow Pine Mud Sills

Aluminum Handicap
Guardrail/ Toe Kick

Seat Frame
to Support
Handicap
Seats

66"
DUAL HANDICAP

SPACE

 184 1
2 " 

 72" 
 144" 

3/8"x 1 1/2" Aluminum Flat
X Braces 6061-T6 Alloy

 24" 
 48" 

 72" 
 86" 

 8" 
 17"  40 3

4 " 

 85 1
8 " 

Seat Frames are 3/16"x 2"x 2"
Extruded 6061-T6 Aluminum
Alloy, Bolted together at the
Manufacturer. Frames are Bolted
Rather than Welded to Avoid
Stress Fractures Due to Welding

1/4"x 2"x 3" Steel
Fabricated Uprights
to Support Guard Rails
Then Hot Dip Galvanized

SEATING CAPACITY: 32 SEATS PLUS 2 HC SPACES
UNIT WEIGHT: 760 LBS.
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