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3/16"x2"x2" 6061-T6 ALUMINUM 
FRAMES BOLTED TOGETHER INSTEAD 
OF WELDED TO ELIMINATE CRACKING

3/8"x1 1/2" X-BRACES 
6061-T6 ALUMINUM

GUARD RAILS ARE 1 1/4" 14 GAUGE 
GALVANIZED SQUARE STEEL TUBE

VERTICAL BALUSTERS 1" O.D. 
18 GAUGE GALVANIZED 
TUBE 3 7/8" MAXIMUM OPEN 
SPACE BETWEEN

DUAL FOOT PLANKS ON ALL ROWS WITH 
MILL FINISH 6063-T6 EXTRUDED ALUMINUM

RISER PLANKS ON ROWS 4-5 
6063-T6 ALUMINUM MILL FINISH

SEAT PLANKS ANODIZED 
FINISH 6063-T6 EXTRUDED 
ALUMINUM

1/4" GALVANIZED STEEL 
RAILING BRACKET

2"x6" TREATED SOUTHERN YELLOW PINE MUDSILLS
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RAILING UPRIGHTS 1/4"x3"x3" 
GALVANIZED STEEL ANGLE

SEATING CAPACITY: 50
WEIGT: 900 LBS

FRAMES ARE DESIGNED AND TESTED TO BE IN 
ACCORDANCE WITH ICC 300 WITH THE 
EXCEPTION OF THE REQUIREMENT FOR AN AISLE

CONFIDENTIAL DRAWING.  
INFORMATION IS NOT TO BE COPIED OR 
DISCLOSED TO OTHERS WITHOUT 
CONSENT OF KAY INDUSTRIES.  
SPECIFICATIONS SUBJECT TO CHANGE 
WITHOUT NOTICE.
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5 ROW 15' ALUM. BLEACHER WITH RAILINGS AND 
DOUBLE FOOT PLANKS

Configuration - Final AssyS:\CADDRWGS\Solidworks\Bleachers\BLA\BLA Assemblies\Bleachers (17in)\PATH TO PART OR ASSM -

ALUMINUM FRAME
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